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Housing KS1-01 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Housing KS1-01 with plug KS1-U 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Housing KS1-01 with plug KS1-K 

Accessory  
 

 

     

 

 

 

            

 

          

 

 

 

Plug KS1-K / KS1-K-DIN  Plug KS1-U DIN rail snap-on adapter Contact bow for electronic circuit               

      Mountable on KS1-K  
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Main features    
 Special designed, industrial plastic housing 

 14-pole pluggable plug KS1-K / KS1-K-DIN 
 Heavy industry proofed connection between 

housing and plug KS1  

 Vibration and shock proofed   
 

Advantages   
 Housing for 1 or 2 electronic circuits  

 Maximum space for mounting components(83 x 83 mm)  
 No wire-connections from the electronic  

 circuit to the plug required (with contact bow) 

 Closed or ventilated cover 
Housing KS1-01 closed 

Special features          Housing KS1-01 ventilated 
Housing upper part 

 Excellent consistence in form  

 High shock resistance  
 Low in flammability  

 High UV-resistivity  
Lower part    

 High mechanical rigidity   
 Resists oils, chemical fluids and external influences  

 

Dimensions    
 

 
 

 

 
 

 
 

 

 
 

 
Mounting 

possibilities 
 

 

 
 

 
 

 

 
 

 
 

 
 

 

 

 

    

 

 
 

 
 

 

 
 

 
                         Plug KS1-U                                    Plug KS1-K-DIN                  Plug KS1-K  
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Dimenssions 
of electronic  

circuit 
 

 

 
 

 
 

 
 

 

 
 

 
 

Technical Data  

 
 

 
 

 
 

 

 
 

 
 

 

 
 

 
 

 

 
 

 
 

 
 

 

 
 

 

Order example Housing closed cover, KS1-01 with plug KS1-U    (Order-code: 1559) 

Housing closed cover, KS1-01 with plug KS1-K    (Order-code: 1560) 

   Housing closed cover, KS1-01 with plug KS1-K-DIN    (Order-code: 1561) 

   Housing ventilated cover, KS1-01 with plug KS1-U    (Order-code: 1562)

   Housing ventilated cover, KS1-01 with plug KS1-K    (Order-code: 1563) 

   Housing ventilated cover, KS1-01 with plug KS1-K-DIN   (Order-code: 1564) 

Accessory Plug KS1-K        (Order-code: 1501) 

   Plug KS1-U        (Order-code: 1502) 
   Plug KS1-K-DIN (incl. DIN-rail snap-on)     (Order-code: 1503) 
   DIN-rail snap-on fixation        (Order-code: 1515) 

Contact bow for electronic circuit, galvanized    (Order-code: 1555) 
Contact bow for electronic circuit, hard golden    (Order-code: 1556) 

 

 

  
 

 
 

 
 

 

 Description Datas Unit 

Housing 

upper part 
 

Material Polycarbonate (PC) 

Colour 
Specifically resistance according IEC93 

In flammability according UL94 
Heat deflection temperature 

According to ISO 75 (DIN53461) procedure A 

Vicat softening temperature according to  
ISO 306 (DIN53460) 

Xantar MX1000 

Dark grey 7483 
1016 

V-0 
 

115 

 
135 

 

 
Ohm x cm 

 
 

°C 

 
°C 

Housing 
lower part 

Material Polyester (PBT) 
Glass fibre reinforced 

Colour 
Specifically resistance according IEC 93 

In flammability according UL94 
Heat deflection temperature according ISO75 

(DIN 53461) procedure A 
Vicat softening temperature according to  

ISO 306 (DIN53460 

Arnite TV4 260S 
20…30 

black 
1015 

V-0 
 

210 
 

210 

 
% 

 
Ohm x cm 

 
 

°C 
 

°C 

Contact 
circuit 

Max. constant current AC-1 230 VAC 
Max. constant voltage 

Option: Contact hard golden for little 
Resistance circuit (price supplement) 

16 
1000 

A 
VAC/DC 

Weight 
excl.package 

Housing closed cover, KS1-01 
Housing ventilated cover, KS1-01 
 

 

188 
175 

g 
g 

General 
 

 
Made in Switzerland 
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Plug type KS1-K / KS1-K-DIN and KS1-U for industrial housing KS1-01  

Main features          ▪  14-pole plug KS1-K for central-screw 

 14-pole plug KS1-U for screw fixation on mounting-base 
 14-pole plug KS1-K-DIN for rail snap-on fixation 

 100% compatibility to the old plug 

 Heavy industry proofed connection housing-plug 

 Vibration and shock proofed 

    
Advantages             ▪  14-pole plug KS1-K for central-screw 

 Easy wiring connections 

 Eternal pozidriv – screw 
 Maximum wire diameter 

 IP 20 (EN60529) protection degree 
 High rigidity (glass fibre reinforced Polyester PBT) 

 Excellent resistivity against oils, chemical fluids and  
environment influences 

 

Dimensions 

 
  

   

 
  

  
  

   
 

 
 

 
 

 

Technical Data 
(We reserve the 

right to make 

changes) 

 

  
   

 
 

 

 
 

 
 

 

 
 

 

 

 

Order example  Plug KS1-K        (Order-code 1501) 

Plug KS1-U        (Order-code 1502) 
Plug KS1-K-DIN (incl. DIN-rail snap-on)     (Order-code 1503) 

 

 

 

 

 

 

 

Plug KS1-K  

 

 

Plug KS1-K-DIN  

 

 
 

 
 

 

 
 

 Plug KS1-U 

 Description Datas Unit 

Plug  Material Polyester (PBT) 

Glass fibre reinforced 
Colour 

In flammability according UL94 
Heat deflection temperature according ISO75 

(DIN 53461) procedure A 

Arnite TV4 260S 

20…30 
black 

V-0 
210  

 

% 
 

 
°C 

Contact circuit Max. constant current AC-1 230 VAC 

Max. constant voltage 
Option: Contact hard golden for little 

Resistance circuit (price supplement) 

16 

1000 

A 

VAC/DC 

Weight Plug KS1-K   
Plug KS1-U 

Plug KS1-K-DIN 

99 
102 

107 

g 
g 

g 

General Max. wire diameter 

Max. tightening torque 
Protection degree (EN60529) 

Packing unit 

  
Made in Switzerland 

2 x 2,5 

1,8 
IP20 

10 

mm2 

Nm 
 

piece 


